KOPOS KOLIN a.s., Havli¢kova 432, 280 02, Kolin IV, Ceska republika

DATA SHEET

cable tray without integrated coupling - height 60 mm
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tloustka pocet
. B Sitka zlabu lechu hmotnost  Sroubd pro
Cislo polozky p spojen
(mm) (mm) (kg/m) (ks)
KZ 60x50x1.50_PO 1,93 (1)
50 1,5 16
KZ 60x50x1.50_POF 2,13 (1)
KZ 60x75x1.50_PO 2,17 )
- 75 1,5 16
KZ 60x75x1.50_POF 2,39 (L)
KZ 60x100x1.50_PO 2,50 (1)
100 1,5 16
KZ 60x100x1.50_POF 2,87 )
KZ 60x150x1.50_PO 3,20 (1)
150 15 16
KZ 60x150x1.50_POF 3,40 (1)
KZ 60x200x1.50_PO 3,70 ()
200 1,5 24
KZ 60x200x1.50_POF 4,10 (1)
KZ 60x300x1.50_PO 4,55 (1)
300 15 24
KZ 60x300x1.50_POF 5,02 ()
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height of cable tray:60 mm
lenght of cable tray:3000 mm OE7x57U [] []
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product description: Cable trays are usable for tray with maintained functionality in fire.
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Cable trays are classificated for standard constructions.
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Use the coupling KSBS fully equipped with NSM 6X10 screws for the

connecting. % § U U
N~
g 1 {
surface finish: PO - Pre-Galvanized, zinc-layer 15 - 27 ym =

POF - Hot Dip Galvanized, average zinc layer 55 pym (min. 45 ym)
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sales amount: a3m [] []

classification : CSN 73 0895 P 90-R U U
DIN 4102-12 E 90 U U
STN 92 0205 PS 90

Fire classification depends on the specific conditions of the cable tray,
detailed in the catalog Cable management systems - Fire resistant
systems.

storage: EN 60721-3-1
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cable tray without integrated coupling - height 60 mm
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The graph shows the maximum allowed even loading of the tray in relation to the distances of the supports.
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safety risks and recycling codes

A WARNING

Risk of injury from cutting

Although the cable trays are produced with maximum effort to minimize sharper edges, it is necessary to wear protective gloves to
carry, grip and work with cable elements.

Risk of system collapse

It is essential to strictly adhere to the maximum load limits for individual cable support systems and ensure proper installation
according to the installation manual. The load capacity charts for each system are provided in the manufacturer's catalog, available in
printed form or on the manufacturer's website. The specified load limits do not account for any additional loads, such as snow, wind,
or seismic forces.

Electricity injury

As individual components of cable management systems are made of electrical conductive material, it is essential not to work with a
system near live electrical parts. Infringement of the safety regulations may cause serious injury of health or death.

Safe Use

Under normal and foreseeable conditions of use, there are no risks to consumers, provided that proper installation and usage are
carried out in accordance with the installation manual.

recycling codes:

N N
C“D cable tray C’a binding tape
FE PP
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